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PLANETARY GEARHEADS

N．m

1 

2 

N．m

rpm 1,2

rpm 1,2

arcmin
2 15-100

arcmin
2 15-100

arcmin
2 15-100

N．m
/arcmin 1,2

N 1,2

N 1,2

3-100

3-100

3-100

3-100

3-100

℃ 3-100 -10℃ ~ +90℃

hr 3-100 20,000 (10,000 Continuous operation)

% 
1 3-10
2 15-100

kg 1 3-10
2 15-100

- 1,2 3-100 Any direction

dBA/1m 1,2 3-100

- 1,2 3-100 Synthetic Lubricant

Inertia (J1)

Stage Ratio unit 

1 
3/4/5/7/9 

Kg．cm2

6/8/10
Stage Ratio 

2 
15/20/25/35/45

others

3000

6000

-

-

≦ 15

1.0

350

320

1.0
1.3

65

0.05
0.06

PGR-42

PGR-42

0.06
0.05

3000

6000

-

-

≦ 12

2.8

960

900

2.5
3.2/2.8

67

0.30
0.40

PGR-60(T)

PGR-60

0.40(0.08)
0.30(0.06)

3000

6000

-

≦ 9

≦ 12

7.5

1630

1420

≧ 94%
≧ 90%

6.5
8.6/6.9

70

- 1,2 3-100 IP65

1.45
2.28

PGR-90(T)

PGR-90

2.28(0.72)
1.45(0.38)

2500

5000

≦ 6

≦ 8

≦ 11

15.5

3380

2930

13.2
17.7/14.5

70

4.76
6.87

PGR-115(T)

PGR-115

6.87(3.02)
4.76(1.64)

3 13.8 35.3 76.2 220 380
4 11.9 35.9 74.6 249 450
5 13.8 43.0 95.2 283 473
6 12.5 39.4 90.9 220 420
7 11.9 36.0 85.6 219 400
8 10.9 32.4 85.0 216 363
9 9.8 28.7 80.0 210 320

10 13.8 43.0 95.2 260 473

Specifications Stage Ratio PGR-42 PGR-60 PGR-90 PGR-115 PGR-142

Stage Ratio PGR-42 PGR-60
/ 60T 

PGR-90
/ 90T 

PGR-115
/ 115T 

PGR-142
/ 142T 

15 13.8 44.2 95.2 283 482

20 11.9 35.9 74.6 249 490
25 13.8 43.0 95.2 283 473
30 13.8 43.0 95.2 283 473
35 13.8 43.0 95.2 283 473
40 13.8 43.0 95.2 283 473
45 13.8 43.0 95.2 283 473
50 13.8 43.0 95.2 283 473
60 12.5 39.4 90.9 266 436
70 11.9 36.0 85.6 219 400
80 10.9 32.4 85.0 216 363
90 9.8 28.7 80.0 210 320

100 10.1 25.0 75.0 210 320

2000 

4000 

1 3-10 - - - ≦ 4 ≦ 4
≦ 6

1 3-10 - - ≦ 6 ≦ 6 ≦ 6
≦ 8

1 3-10 ≦ 12 ≦ 9 ≦ 9 ≦ 9 ≦ 9
≦ 11

30 

6150 

5510 

24.6
29.7/26.2

75

14.5
24.2 

PGR-142(T)

PGR-142

24.2(7.83)
14.5(5.00)

(3.0 times of Nominal Output Torque)
(＊ Max. Output Torque T2B =60% of Emergency Stop Torque) 

 1. Applied to the output shaft center at 100 rpm.  
 

nominal input speed or 3000 rpm (if nominal input speed is higher than 3000 rpm) with no load.
2. Measured at 3000 rpm with no load. These values are measured by gearbox with ratio = 10 (1-stage) or ratio = 100 (2-stage) at      

   

※ The above figures/specifications are subject to change without prior notice. 
3. PGR115T-□□-P0 is not applicable.


